
Manufactured using a unique coating to make it 
totally impermeable.
Tree management means that the natural requirements of the tree are combined 
with the need to protect structures from the root system. We recommend that 
care is taken in laying the product and if in doubt, consult a qualified arborist 
RootBarrier® 325 effectively controls the roots whilst protecting the tree roots from 
pollutants and acids in the soil. This helps the tree to establish quickly and keep it 
healthy, especially in the first five years of life.

Sizes

Width Roll Length m2/roll Weight per roll

65cm 50m 32.5m2 11kg

100cm 50m 50m2 17kg

130cm 50m 65m2 22kg

200cm 50m 100m2 32kg

Technical Data
Weight 325 g/m DIN 53854

Thickness @ 2kPa 0.72 mm DIN 53855

Puncture Resistance 3420N DIN EN-ISO-12236

Tensile Strength MD 22.8 kN/m DIN EN-ISO-10319

Tensile Strength CMD 23.1 kN/m DIN EN-ISO-10319

Tensile Strain at Max Load MD 59.4% DIN EN-ISO-10334

Tensile Strain at Max Load CMD 41.3% DIN EN-ISO-10334

Tearing Strength MD 620.0 N DIN EN-918

Tearing Strength CMD 607.0 N 10mm/sec

installation
1 Dig a furrow as deep as the width of the RootBarrier® 325

2 Place the RootBarrier® 325 vertically in the furrow with the smooth side (coated 
side) turned towards the roots

3 Join the sections of RootBarrier® 325 together with click connection or butyl tape

4 Fill up the furrow and compact the soil by pressure or with a vibratory plate

Click connection - Slide RootBarrier® as far as possible into the clamp. Tighten the 
clamp by pressing the pressure points firmly. Open using a screwdriver in the hole.

Butyl tape - Clean and dry RootBarrier® and fold back both ends of the screens. Join 
the RootBarrier® at three points and firmly press ends together.
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