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Plant - Protect - Enhance - Improve

SEDUM CASSETTES Urban Tree Planting

& Tree Irrigation

A ready-made green roof system is an all in one
modaule. Each unit contains the complete package of
substrate and established sedum and drainage layer
in a specially designed tray.

The shape of the module facilitates easy, fast and clean installation - ideal for flat or
low gradients up to 20°. Any gradients over 20°, intermediate restriants need to be
considered at design stage.

Benefits

« Fasy and effective way to convert a roof into a lush sedum green roof
« Minimal maintenance required

« Excellent drought tolerance

« Low-growing - ideal for harsh, open environments

Technical Data

Unit Dimensions 495mm (L) x 460mm (W) x 80mm (H)
Coverage 4.4 units = Tm?
Dry Weight of Unit Approx 8kg
Saturated Weight of Unit Approx 12kg
Delivery

Sedum plants can be fragile and some superficial damage may occur during
transit. This is unavoidable and all care will be taken to keep this to a minimum.
Immediately upon recieving delivery, the sedum cassettes must be unstacked and
watered. The foliage WILL recover over time.

Composition

The unit comprises of four layers - Drainage, Filter, Substrate and Sedum. Drainage
layer: To aid capillary action rainwater percolates through a layer of crushed clay
granules. Excess water that can not be buffered will drain slowly. To create an
additional buffer for droughts, the unit is equipped to store about T cm of non-
capillary water at the very bottom. Volume of crushed clay grain: + 6 litres per unit.

Filter Layer
A non-woven polyester filter membrane of 150g/m? ensures that the fine particles
of the substrate can not be washed away and can not block the drainage holes.

Substrate Layer

The thickness of the substrate layer has been adapted to the needs of the sedum
species and to the climate. This layer, on one hand, provides nutrients and water
supply for the vegetation, and on the other hand it provides oxygen and anchorage
for the roots. Characteristics: Lightweight, high capacity to store water, nutritious
but not excessive. Substrate volume: + 5,5 litres per unit.




